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Technical Data

CATEGORY PARAMETER VALUE

Product

Product name EO-BAC-IP

Product title EnOcean to BACnet/IP Gateway

Product ID 11.1

Vendor name FIRVENA s.r.o.

Electrical data

Rated supply voltage 24 V DC / 24 V AC

Supply voltage range 10–32 V DC / 24 V AC (± 10 %)

Rated input current 50 mA

Rated input power 1.2 W

Ethernet
(BACnet/IP)

Speed 10, 100 Mbit/s

Connector RJ45

PoE (pins 4, 5, 7, 8)

EnOcean

Frequency 868 MHz, optional 902 MHz

Maximum number of handled 
devices 40 (max. 20 with SmartACK)

Repeater

USB
Device class Custom HID or Mass Storage

Connector Type B

Operating 
conditions

IP Code IP20

Operating temperature −20 to +70 °C

Relative humidity max. 80 %

Dimensions in 
mm Dimensions without antenna Width=126, Height=71, Depth=25   

Weight in 
gramme Weight without antenna 115g

Box material ABS, white

EMC In accordance with the Directive 2014/53/EU, 2011/65/EU RoHS

EMC Approvals tests 

ČSN EN 55032, ČSN EN 55035, ČSN EN 6100-4-
2, ČSN EN 6100-4-3, ČSN EN 6100-4-4, ČSN EN 
6100-4-5, ČSN EN 6100-4-6, ČSN EN 6100-4-11, 
ČSN EN IEC 6100-6-2




